User Manual For COMER
Digital LED studio floodlight

CM-PL200W/32
CM-PL200W/56

Before opening the unit, please read these instructions
thoroughly, and retain them for future reference.
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INDENTIFYING PARTS

LED lamp

Diffuser

Attachment knob for U-shape frame

U-shape frame

Heat sink

DMX512 light console
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DMX 512 input
8. DMX 512 output
9. Power input
10. Power switch and brightness buttons
11. Digital display
12. Light fixture (Optional)

13. Combined demountable barn door(Optional)
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/\ WARNING

1. To reduce fire or shock hazard, do not expose the
unit to rain or moistrue.
2. Do not open the cabinet. Do not refit the products
or change the parts. Refer servicing to COMER
qualified technicians only.
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FEATURES

Made with professional color balanced high power
LED lamps

2. Touch buttons and DMX512 lighting console
system enable the continuous brightness
adjustment

3. Energy saving and high efficiency design makes
the light draw only 200w power consumption at
maximum and reaches brightness equivalent to
1500w traditional tungsten lights

4. Exposed arc-shaped heat sink and rectangular flat
silhouette enable high cooling efficiency with an
elegant exterior.

5. High intensity illumination reaches 12000 lux(1m)

6. High illumination range with projecting angle 60
degree

7. Brightness is adjustable continuously from 0~100%
with homogeneous light

8. Runs on AC outlet

9. Selectable 3200k/5600k color temperature

10. 50,000h+ LEDs life

11. Slide in and slide out double diffusers

12. Optional double diffusers make a more soft light

13. combined barn doors design makes the dismount

and installation much easier
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SPECIFICATIONS

1. Input: AC110V 2.5A or AC220V 1.5A
2. Power:200W

3. Color temperature: CM-PL200/32  3200+200K
CM-PL200/56 5600+200K
4. Luminance :
Model
Stance m 2m 3m 4m
CM-PL200W/32| 12000Lux | 3000Lux 1333Lux 750Lux
CM-PL200W/56| 16000Lux | 4000Lux 177 7Lux 1000Lux

5. CRI(Ra)> 90
6. Dimming system : @ DMX512 control
@Touch buttons for address and brightness
7. Display : Digital display address and relative
illumination of light

8. Dimensions for panel only(cm): 55x35x10
9. Weight: 10Kg



